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SPECIFICATIONS

CHANNEL CAPACITY PER UNIT
Analog – 2, 4, 6, or 8
 
REMOTE CONTROL WINDOWS CLIENTS
MediaWorks™, MediaAgent™

ON-LINE RECORDING STORAGE
128MB, 384MB RAM storage or dual
mirrored 100GB RAID-1

SYSTEM PLATFORM
Digital nonproprietary recording
appliance

OPERATING SYSTEM
Embedded Linux running in
compact flash

ARCHIVE RECORDING
Any Eventide ATLAS series recorder via 
network connection 
Re-record to USB drive

RECORD ACTIVATION
SELECTABLE PER CHANNEL
VOX, hook detect, external

RECORD CONNECTIVITY
Analog – telephone, radio,
microphones, etc.
Digital phones – adapters available

TELEPHONE INTERFACE
Internal FCC-approved, selectable beep 
tone, detect CID on connected lines, 
detect DTMF on connected lines

CALL RECORD DATABASE
Relational database of all call records 

REMOTE PLAYBACK SEARCH PARAM-
ETERS
Channel name/number, time/date, call 
duration, call direction, dialed number, 
caller ID number, call record filtering

SECURITY
User ID/Password

REMOTE DIAGNOSTICS
Via network or USB modem		
	
ALI DATA INTERFACE
Telephone number extracted from ALI 
data stream

SELF DIAGNOSTICS
Boot-up system test, continuous system 
monitoring, email alarms

REAR PANEL
RJ-11 input jacks, aux input jacks, serial 
data I/O ports, USB connectors, Ethernet 
connector, locking 12V power connector, 
enable/disable battery

TIMECODE
Resolution – 1 second, accuracy – 2 
seconds per day
external sync – RS232 format 0, 1, or 2; 
NTP server or GPS receiver

NETWORK
Ethernet 10/100Mps, TCP/IP protocol, 
MediaWorks and MediaAgent Windows-
based  clients, up to 4 simultaneous 
accesses, with desktop instant recall

ELECTRICAL
Frequency response: 200 to 3400 Hz
Signal-to-noise ratio: greater than -50dB
Distortion: less than 3%
Audio input level: -35dB to +5dB with 
AGC
Input impedance: 10kOhm balanced

WEIGHT
3 lbs. excluding rack ears and power 
supply

DIMENSIONS
Desktop – 5.5”H x 8.25”W x 6.5”D
Single rack mount 5.25”H x 19”W x 6.5”D

POWER
12VDC/18 watts, external power supply 
– 115V/230V AC power supply Included

Specifications subject to change without 
notice or obligation.

Eventide is a registered trademark of Eventide 
and MediaWorks, MediaAgent, MediaCoach 
are trademarks of Eventide Inc. 

All other trademarks are the property of their 
respective owners.
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FEATURES

STANDALONE INSTANT RECALL
RECORDER FEATURING LOCAL CONTROL

INTELLICLEAR™ AUTOMATICALLY 
ENHANCES INTELLIGIBILITY WITH DSP 
PITCH CORRECTION

AVAILABLE IN 2, 4, 6, OR 8 CHANNELS

2 TO 14,000 CHANNEL HOURS OF 
RECORDING

COMPACT DESIGN - STANDALONE OR 
RACK MOUNT 

NONPROPRIETARY RECORDING
APPLIANCE FEATURING EMBEDDED 
LINUX O/S FOR INCREASED RELIABILITY 
AND A MORE COST-EFFECTIVE SYSTEM

REMOTE CONTROL VIA WINDOWS PC 
WORKSTATIONS WITH EVENTIDE
MEDIAWORKS OR MEDIAAGENT
CLIENTS

EASY-TO-USE JOG FORWARD AND
BACKWARD, AND SPEED CONTROL 
KNOB

DIAL-IN REMOTE DIAGNOSTICS

DIR911t Advanced Technology Instant Recall and Logging System


